
Beam Power Tube 


NOVAR TYPE 

For Horizontal-Deflection-Amplifier Service 
in Low-B+, Black-and-White TV Receivers 

ELECTRICAL 


Heater Characteristics and Ratings 

Voltage (AC or DC)..6.3 ± 0.6 V 

Current at 6.3 V. 1.600 A 

Maximum heater-cathode voltage: 

Heater negative with respect to cathode: 

Peak. 200 V 

Heater positive with respect to cathode: 

Peak. 200 V 

DC component. .. 100 V 

Direct Interelectrode Capacitances (Approx.} a 

Grid No.l to plate. ............ 1.2 pF 

Input: G1 to (K, G3, G2, H). 22.0 pF 

Output: P to (K, G3, G2, H). 9.0 dF 

MECHANICAL 

Operating Position. . Any 

Type of Cathode.Coated Uni potential 

Maximum Overall Length. 3.550 in 

Seated Length . 2.910 to 3.170 in 

Diameter.1.438 to 1.562 in 

Dimensional Outline ... . See General Section 

Bulb.. 

Cap . Skirted Miniature (JEDEC No.CI-2 or Cl-3) 

Base. Large-Button Novar 9-Pin with Exhaust Tip 

(JEDEC No.E9-88) 
TERMINAL DIAGRAM (Bottom View) 

Pin 1 -Gr i d No. 2 H 

Pin 2 -Grid No. 1 
Pi n 3 -Cathode 

PI n 4 -Heater K 

Pin 5 - Heater 1 

Pin 6 -Grid No.l 

Pin 7 -Grid No.2 G 

Pi n 8 -Grid No.3 
Pin 9 - Do Not Use 



CHARACTERISTICS 

Peak Positive-Pulse Plate Voltage 6 . . . . 6500 V 

Plate Voltage. - 50 130 V 

Grid No.3 ..Connected to cathode at socket 

Grid-No.2 Voltage .. 125 125 125 V 

Grid-No. I Voltage. - 0 -20 V 

Plate Resistance (Approx.). - - 12000 D 
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DATA I 
2-67 
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Average Characteristics 



Ef * 6.3 VOLTS 
GRID No.3 CONNECTED TO 
CATHODE AT SOCKET. 
GRID-No. 2 VOLTS-123 



PLATE MILLIAMPERES (I b ) 


92CM-II927RI 
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PLATE MILLIAMPERES 
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DATA 2 
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